
Guardian2
Multi-Agent 
Monitoring Station

Join us in working today
for a healthier tomorrow.

www.casellasolutions.com

Guardian2 is designed to help 
you remain compliant with site 
emission levels, using remote 
monitoring and reporting of noise, 
dust, windspeed and direction, 
vibration and VOCs.Powered 
by mains, solar or battery, the 
Guardian2 is ideal for any location. 
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Plug and Play
Integrated into a small, unobtrusive environmentally sealed 
housing, Guardian2 can be configured at the time of ordering for 
a variety of ‘agents’ depending upon the specific application or 
requirements. Installation couldn’t be simpler; just bolt to a wall 
or mount on a pole, apply power and then within a few moments 
begin transmitting data using cellular connectivity to a secure 
server.

Reporting and Alerts  
Users can choose a number of people who have access 
to data as their can be multiple user sites with Guardian 
installations. Users can also switch between sites to view and 
receive alerts for the site of their interest.

Report showing weekly noise data

Report showing PM10, PM2.5 and PM1.0 dust levels

Configure Reports
•	 For single or multiple agents at once e.g. noise and dust
•	 Automatic reports can be set to report daily, weekly or 

monthly data, direct to your inbox
•	 Graphical or tabular reports

Alert Configuration
•	 Configure alerts by text or email
•	 Can be configured for any measured parameter
•	 Error alerts, e.g. for power loss

Power Sources
Guardian2 takes into account various power requirements for 
sites. Hence users can choose between mains, battery and solar 
power options.

Communication Options
The Casella247 web platform based on cloud functionality ensures 
that the users get live updates from their Guardian2. 

Users can select to receive alerts via email, SMS, website or even 
choose to setup their own FTP site to receive live data.

FTP Settings
Casella 24/7 gives you an option and flexibility to transfer your 
Guardian2 data directly to your organisation's own website using 
FTP settings. This means that users don't need to rely on cloud 
hosting only. 

The data will be pushed to the user's website in order to be 
integrated with other larger and meaningful data sets. This 
functionality benefits all organisations and system integrators 
dealing with complex environmental systems and projects.

Multiple Sensors
Guardian2 can be equiped with multiple environmental sensors to 
suit your needs. The system is flexible to have any combination of 
noise, dust, vibration, VOC and wind sensors.

User Configuration
•	 Different levels of access can be configured to Casella247.com
•	 Specify who just receives reports, or adminstrator access to 

configure reports and see Guardian2 units
•	 Configure Guardian2 units on different sites remotely
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 Ordering InformationSpecification
Noise:
Accuracy:	 Class 1 to IEC61672-1 
Parameters:	 LAeq, LAmax, LAmin, LA10%, LA90%, 10 hour LAeq 

Measurement range:	 20-140dB RMS
Calibration:	 Via optional acoustic calibrator

 
Particulate:
Sensitivity:	 1ug/m3 
Zero stability:	 +/-2ug/m3 
Size fractions:	 Simultaneous PM10, PM2.5 & PM1.0
Inlet:	 Heated to reduce moisture affecting 		
	 measurements
 
Vibration:
Transducer type:	 Geophone outputting PPV and Hz data
Number of channels:	 3-axis
Frequency range:	 2-250 Hz
Measurement range:	 +/- 200 mm/s
Resolution:	 0.01 mm/s
Environmental rating:	 IP65

Wind Speed:	 0-60m/s
Accuracy:	 +/-2%
Resolution:	 0.01m/s
Threshold:	 0.01m/s

Wind Direction:	 0-359° (No deadband)
Accuracy:	 +/-3%
Resolution:	 0.1 degrees

Volatile Organic Compounds (VOC):
Range:	 0-6000ppm 
Detection limit:	 0.1ppm 
T90 response time:	 3 seconds
Lamp:	 10.6eV

General:
Enclosure protection:	 IP65 

SM94 v8

Distributed By:

Optional Accessories    Part Number
Replacement windshield enclosure system 208041C

Windshield enclosure System  
extension kit (incl. 5m extension & bracket)

208104D

Spare 5m windshield extension cable 208083C

Replacement foam 208022C

Acoustic calibrator CEL-120/1

VOC calibrator kit (gas not supplied) 208147A

Solar Power Parts    Part Number
Solar Controller & Battery Enclosure* 208500D

Single Solar Panel Array 208512D

Dual Solar Panel Array 208511D

Triple Solar Panel Array 208510D

Battery Power Parts
Will power a Guardian2 for between 5-9 days 
depending on the configuration

Part Number

Battery enclosure* 208503D

For details of how many solar panels are required for a specific territory 
please visit the casella website. Solar panels come complete with mounts 
for scaffold poles.

Battery Backup Parts
Battery will provide backup power in the event 
of mains failure

Part Number

Mains/Battery enclosure* 208504D

Battery Part Number
12V Leisure Battery (130Ah) B162

*Order battery separately

For VOC Sensor Assembly simply add /VOC to the end of the part 
number above

Casella reserves the right to amend the specification without notice

Casella UK, Bedford, United Kingdom
Tel:	 +44 (0) 1234 844100 
Email:	 info@casellasolutions.com

Casella US, Shoreview, USA
Tel:           +1-800-366-2966
Email:      info-us@casellasolutions.com

Visit our website for our full product range, www.casellasolutions.com 


